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License Agreement

SOFTWARE PRODUCT: X-Trend
Copyright 1995-2010 (C) VMI AB SWEDEN - All Rights Reserved

IMPORTANT! READ CAREFULLY: This VMI SOFTWARE LICENSE AGREEMENT (SLA) is
a legal agreement between you (either an individual or a single entity) and VMI AB SWEDEN
for the X-Trend SOFTWARE PRODUCT identified above, which includes computer software
and associated media and printed materials (if any), and may include online or electronic
documentation. By installing, copying, transferring or other using the SOFTWARE
PRODUCT, you agree to be bound by the terms of this SLA. If you do not agree to the terms
of this Agreement, you are not authorized to use, copy, or transfer the SOFTWARE
PRODUCT.

Grant of License

Evaluation and registration

The SOFTWARE PRODUCT is not free software.

You are specifically prohibited from charging, or requesting donations, for any such copies,
however made; and from distributing the software and/or documentation with other products
(commercial or otherwise) without prior VMI AB written permission.

If, after the evaluation period, you decide that the PRODUCT does not fit your requirements,
you have to uninstall and destroy all Products’ copies.

Standard License

Workstation / file server

Except as set forth below, you may use the SOFTWARE PRODUCT on any single computer.
You may also install a copy for your exclusive use on either a home or portable computer.

If you have acquired the PRODUCT in a VMI Software License Pack, you may make the
number of additional copies of the PRODUCT equal to the number of purchased licenses and
you may use each copy in the manner specified above. You are also entitled to make a
corresponding number of secondary copies for either home or portable computer use as
specified above.

Educational License

You may use the PRODUCTS acquired in special conditions (usually lower price) as
Educational License ONLY if you are an educational institute and ONLY on educational
purpose computers. You are not allowed to use these Licenses for administrative, accounting
or other such activities.

Open License

You may use the PRODUCT acquired as Open License on ALL your computers, Internet
domains, branches that belong to your company, but only in one country. There is NO
RESTRICTION to use the PRODUCT inside the company (including local branches).

Update

All licensees may download and use the latest version of the PRODUCT and the latest
Service Pack, starting with the first installation, but not longer than 14 months from the
PRODUCT acquisition.

Other rights and limitations

Storage

You may store or install a copy of the PRODUCT on a storage device, such as a network
server, used only to install or run the Software over an internal network; however, you must
acquire and dedicate a license for each individual who will use the PRODUCT. One License
for the PRODUCT may not be shared or used concurrently on different computers. If the
Software is installed on a network server or other system that physically allows shared access
to the Software, you agree to provide technical or procedural methods to prevent use of the
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Software by individuals not specifically licensed to use the Software pursuant to this
Agreement.

Transfer

You may transfer the Software and Documentation to a single recipient on a permanent basis
provided you retain no copies of the Software or Documentation (including backup or archival
copies) and the recipient agrees to the terms and conditions of this Agreement. If the
Software is an upgrade, any transfer must include all prior versions of the Software and
Documentation.

Reverse Engineering

You may not modify, translate, reverse engineer, recompile, disassemble (except to the
extent applicable laws specifically prohibit such restrictions) or create derivative works based
on the Software, or any portion thereof.

Copying
You may not copy the Software or Documentation except as specifically provided by this
Agreement.

Rental
You may not rent or lease the Software or Documentation.

Proprietary Notices
You may not remove any proprietary notices, labels or marks on the Software or
Documentation.

Use of VMI's name

You may not use VMI or VMI's suppliers' name, logos, or trademarks in any manner including,
without limitation, in your advertising or marketing materials, except as is necessary to affix
the appropriate copyright notices as required herein.

Termination

The License is in effect until terminated. The License will terminate automatically if you fail to
comply with the limitations described herein. On termination, you must destroy all copies of
the Software and Documentation.

Diverse

This Agreement represents the complete agreement concerning this license between the
parties and supersedes all prior agreements and representations between them. This
Agreement may be amended only in writing executed by both parties. THE ACCEPTANCE
OF ANY PURCHASE ORDER PLACED BY YOU IS EXPRESSLY MADE CONDITIONAL ON
YOUR ASSENT TO THE TERMS SET FORTH HEREIN, AND NOT THOSE CONTAINED IN
YOUR PURCHASE ORDER. If any provision of this Agreement is held to be unenforceable
for any reason, such provision shall be reformed only to the extent necessary to make it
enforceable and the remainder of this Agreement shall nonetheless remain in full force and
effect

Limited warranty

Media

VMI warrants that the media containing the Software, if provided by VMI, is free from defects
in material and workmanship and will so remain for 30 (thirty) days from the date you acquired
the product. VMI's sole liability, and your sole remedy, for any breach of this warranty shall be
to replace your defective media. Replaced media shall be covered by this limited warranty for
the period remaining under the warranty that covered the original media, or if longer, for thirty
(30) days after the date of shipment to you of the replaced media

Software Product
This software and the accompanying files are provided "as is" and without warranties as to
performance or merchantability or any other warranties whether expressed or implied.
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Because of the various hardware and software environments into which VMI may be put, no
warranty of fitness for a particular purpose is offered.

Good data processing procedure dictates that any program be thoroughly tested with non-
critical data before relying on it. The user must assume the entire risk of using the program

The rest of the warranties do NOT refer to the evaluation period.

VMI warrants that (a) the Software will perform substantially in accordance to the
accompanying written materials for a period of ninety (90) days from the date of receipt, and
(b) any Support Services provided by VMI shall be substantially as described in applicable
written materials provided to you by VMI, and VMI support engineers will make commercially
reasonable efforts to solve any problem issues. To the extent allowed by applicable law,
implied warranties on the Software, if any, are limited to 90 (ninety) days. VMI's sole liability,
and your sole remedy, for any breach of this warranty shall be, in VMI's sole discretion: (i) to
replace your defective Software; or (ii) if the above remedy is impracticable, to refund the
License fee you paid for the Software. Replaced Software and Documentation, if any, shall be
covered by this limited warranty for the period remaining under the warranty that covered the
original Software, or if longer, for thirty (30) days after the date of shipment to you of the
replaced Software.

Only if you inform VMI of your problem with the Software during the applicable warranty
period and provide evidence of the date you acquired the Software will VMI be obligated to
honor this warranty. VMI will use reasonable commercial efforts to replace or refund pursuant
to the foregoing warranty within thirty (30) days of being so notified. THIS IS A LIMITED
WARRANTY AND IT IS THE ONLY WARRANTY MADE BY VMI. VMI MAKES NO OTHER
WARRANTY, REPRESENTATION, OR CONDITION, EXPRESS OR IMPLIED, AND
EXPRESSLY DISCLAIMS THE IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS
FOR A PARTICULAR PURPOSE, AND NO INFRINGEMENT OF THIRD PARTY RIGHTS.
THE DURATION OF IMPLIED WARRANTIES OR CONDITIONS, INCLUDING WITHOUT
LIMITATION, WARRANTIES OR CONDITIONS OF MERCHANTABILITY AND OF FITNESS
FOR A PARTICULAR PURPOSE, IS LIMITED TO THE ABOVE LIMITED WARRANTY
PERIOD; SOME JURISDICTIONS DO NOT ALLOW LIMITATIONS ON HOW LONG AN
IMPLIED WARRANTY OR CONDITION LASTS, SO LIMITATIONS MAY NOT APPLY TO
YOU. NO VMI AGENT OR EMPLOYEE IS AUTHORIZED TO MAKE ANY MODIFICATIONS,
EXTENSIONS, OR ADDITIONS TO THIS WARRANTY. If you make any modifications to the
Software during the warranty period; if the media is subjected to accident, abuse, or improper
use; or if you violate the terms of this Agreement, then this warranty shall immediately be
terminated. This warranty shall not apply if the Software is used on or in conjunction with
hardware or software other than the unmodified version of hardware and software with which
the Software was designed to be used as described in the Documentation.

THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, AND YOU MAY HAVE OTHER
LEGAL RIGHTS THAT VARY FROM STATE TO STATE OR BY JURISDICTION

Limitation of liability

UNDER NO CIRCUMSTANCES AND UNDER NO LEGAL THEORY, TORT, CONTRACT,
OR OTHERWISE, SHALL VMI OR ITS SUPPLIERS OR RESELLERS BE LIABLE TO YOU
OR ANY OTHER PERSON FOR ANY INDIRECT, SPECIAL, INCIDENTAL, OR
CONSEQUENTIAL DAMAGES OF ANY CHARACTER INCLUDING, WITHOUT LIMITATION,
DAMAGES FOR LOSS OF GOODWILL, WORK STOPPAGE, COMPUTER FAILURE OR
MALFUNCTION, OR ANY AND ALL OTHER COMMERCIAL DAMAGES OR LOSSES, OR
FOR ANY DAMAGES IN EXCESS OF VMI'S LIST PRICE FOR A LICENSE TO THE
SOFTWARE AND DOCUMENTATION, EVEN IF VMI SHALL HAVE BEEN INFORMED OF
THE POSSIBILITY OF SUCH DAMAGES, OR FOR ANY CLAIM BY ANY OTHER PARTY.
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Copyright

All intellectual rights in the Software and Documentation are property of VMI. By buying or
using the software you are granted only a non-exclusive right to use a copy of the software.
All intellectual rights in the Software remain property of VMI. Sweden copyrights law and
international treaties protect the PRODUCT.

vi
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1.Installing the software

This product has been developed to work on any properly configured version of Microsoft® Windows®
XP, 2000, 2003, 98, ME, NT4 or VISTA operating systems or higher.

Before you run the setup file make sure that you close all other programs. This includes anti-virus
software and any other programs that are running. If you do not follow this procedure it may interfere
with the normal setup procedure.

1.1 From CD-ROM

To start installing the software onto your computer you have to make sure that the CD-ROM is put into
the CD-ROM player. Because of the 'Auto run' functionality, the installation program will start
automatically. If this does not happen, go to 'My Computer' and double-click the CD-ROM icon. Next:
double-click the installer and follow the instructions displayed on screen.

X-TREND Installation CD
X-TREMND is a true

proactive maintenance
Install X-TREND tool for rotating :
machinery. /4

Install Service Pack

Instalation Guide

Press Install X-Trend label and follow the instructions displayed on screen.
If you accept the default location, X-Trend will be installed on C:\Program Files\X-Trend directory.
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1.2 As Download

When you have obtained the software as a digital file, e.g. downloaded it, there are two possible
variants. A) You have a zipped file (.zip file) or B) you have the installer (.exe file).

When you have a zipped or stuffed file (recognizable by the compression icon) you need to have
‘WinZip’ or another program that supports these compressed files.

If you have the Installer file you can proceed by double-clicking this file. The installation will start and
you will have to follow the instructions displayed on screen.

1.3 Installing the latest Service Pack

The latest available Service Pack is always on the CD-ROM.
Install Service Pack gr?éc;re running the Service Pack Installation file, first start the X-Trend
At this moment you can select the software language also.

1.4 Updating the software

X-Trend software is equipped with an automatic software update check.

You can easily check, if there is a free update available by selecting Help > Check for Updates from
the menu bar.

An Internet connection is needed for this.

%4 X-Trend software upgrade

e Checking For latesk File, ..

g

- Downloading the update File LastWersion.kxt From WML AR server

Cancel

1.5 Using the help, menu and toolbars

If you experience any problems, when using the software, you can open the help file by clicking Help
from the Toolbar or pressing F1. It provides basic information on how to use the software with both a
step-by-step guide and a more detailed description of all the available functions.

The functionality of the software can be accessed from different locations. The main menu, of course,
gives access to all the functions within the program, and the Toolbar provides the most commonly
used functions. The Status bar, at the bottom of the program window, displays information about the
opened database.

1.6 Trademarks

Microsoft® and Windows® are either registered trademarks or trademarks of Microsoft Corporation in
the United States and/or other countries.

All other brand or product names are trademarks or registered trademarks of their respective
companies or organizations.
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2. X-Trend ® architecture

X-Trend can work only in conjunction with:
* MS Access type database
MS Access has Client-Server architecture.

The MS Access isn't a real database server, but it has a database structure. A MS Access databases
have the following advantages:
1. Small space required on the hard disk and low resources required from the host computer.
2. Easily transferred to other computers.
3. Easily to create backup file. Just copy the database file (with extension .sp3) onto a USB stick
or somewhere in a network computer.

At the same time the MS Access database also has the following disadvantages:
1. ltis not a safe database, especially for a large number of machines
2. Used in a network, this type of database will dramatically increase the network traffic and
slow-down the communication speed.
3. ltis not a solution for large enterprise integration.

2.1 Client/ Server Architecture

A Database Server is designed to work effectively in a number of environments:
» As atwo-tier client/server database system
e As a desktop database system

2.1.1 Client/ Server Database Systems

Client/ Server systems are constructed so that the database can reside on a central computer, known
as a server and are shared among several users. Users access the server through the X-Trend
application.

Having data stored and managed in a central location offers several advantages:
» Each data item is stored in a central location, where all users can work with it.
Separate copies of the item are not stored on each client, which eliminates problems with users having
to ensure they are all working with the same information.
e Security rules can be defined one time on the server and enforced equally among all users.
» Arelational database server optimizes network traffic by returning only the data an application
needs.

For example, if an application working with a file server needs to display a list of the names and
machine descriptions, it must retrieve the entire Machine file. If the application is working with a
relational database server, it sends this command:

SELECT Name, Description
FROM Machine
WHERE Machine ID = 123

The relational database sends back only the names and description of the selected machine, not all
the information about all machines.
» Hardware costs can be minimized.

Because the data is not stored on each client, clients do not have to dedicate disk space to store data.
The clients do not need the processing capacity either to manage data locally, and the server does not
need to dedicate processing power to displaying data.
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The server can be configured to optimize the disk I/O capacities needed to retrieve data, and clients
can be configured to optimize the formatting and displaying of data retrieved from the server.

The server can be stored in a relatively secure location and equipped with devices such as an
Uninterruptible Power Supply (UPS) which is more economical than fully protecting each client.
« Maintenance tasks such as back-up and restoring data are simplified because they can focus
on the central server.
In large client/server systems, many users may be connected to a Server installation at the same time.

The Server has full protection for these environments, with safeguards that prevent problems such as
having multiple users trying to update the same piece of data at the same time.

The Server also allocates the available resources effectively, such as memory, network bandwidth,
and disk 1/0, among the multiple users.

Server applications can run on the same computer as Server. The application connects to the Server
using Windows Inter-process Communications (IPC) components, such as shared memory, instead of
a network. This allows the Server to be used on a small system, where an application needs to store
its data locally.

2.1.2 Desktop Database Systems

While Database Server works effectively as a server, it can also be used in applications that need
stand-alone databases stored locally on the client. The Server can configure itself dynamically to run
efficiently with the resources available on a client, without the need to dedicate a database
administrator to each client.

When clients use local Database Server, one copy of the Database Server engine runs on the client
and manages all the databases. X-Trend connects to the database engine in much the same way they
connect across the network to a database engine running on a remote server.

3. Database architecture

The Database Server data are stored in databases. The data in a database are organized into the
logical components visible to users.

When using a database, you work primarily with the logical components such as tables, views,
procedures, and users. The physical implementation of files is largely transparent. Typically, only the
database administrator needs to work with the physical implementation.

Each Database Server installation has multiple databases. Some organizations have only one user
database, containing all the data for their organization. Some organizations have different databases
for each group in their organization, and sometimes a database used by a single application, like X-
Trend.

For example, an organization could have one database for sales, one for payroll, one for a document
management application, one for rotating machinery and so on. Sometimes an application uses only
one database; other applications may access several databases.

It is not necessary to run multiple copies of Database Server to allow multiple users to access the
databases on a server. Database Server is capable of handling thousands of users working in multiple
databases on the same server at the same time. Database Server makes all databases on the server
available to all users that connect to the server, subject to the defined security permissions.
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When connecting to Database Server, your connection is associated with a particular database on the
server. This database is called the current database. You are usually connected to a database defined
as your default database by the system administrator, although you can use other connection options
in the X-Trend to specify another database. You can switch from one database to another with the
Change command from X-Trend application.

The X-Trend allows you to create multiple machine databases. Using the Database > Exchange
Machine command you can copy machines from one Database to another.

4. X-Trend Overview
X-Trend software is mainly dedicated work in conjunction with the X-Viber instrument.

For every plant, you can create a database, which can have an unlimited number of machines,
measuring points and directions. The vibration measurements are stored at the measurement direction
level and the process measurements are stored at the point level. If you store more than two
measurements for a direction, then you can display the evolution trend of the Total Vibration and/ or
Bearing Condition Coefficient (BC) and/ or Envelope . The trend considers as default only the last 24
measurements for that direction, but you can change this using the Optional Settings command.

The program allows to copy, in clipboard , any displayed graphs and to copy this graphs later, in a text
editor (e.g. WORD) or in the Notepad. This is the way to make the machine reports.

The machine Database takes machinery measurement unloaded from X-Viber instrument.
The users will add, into the notepad, information according to the diagnosis procedure.

Analyzing this information, periodically, you can act proactively, discovering the real causes of the
failures.

One of the purposes of this program is to supply to the maintenance team a daily report regarding the
action to take, to maintain the machinery in good working condition. When measurements are
downloaded, a procedure of creating a report will begin. In order to analyze the collected data, you
have tree options to view them:

- Selection of trends

- Quick view session, where you can simultaneously explore the machines and the trends of the
selected direction.

- Trends from whole machine , where you can see at once, all the trends for the selected machine.

In all this views, a notepad is available on the machine level, to introduce all the observations after
diagnosis.

Finally, chose the Job Report command and you can customize a report for the maintenance team,
using all the notes supplied. Once you customize a Job Report , the appearance of this will be saved,
and the next report can be made faster.

Job report can be transferred to an external text editor. You can then preview, modify and finally print
the Job Report. You can also preview and print the report directly to a printer.
From time to time, you will want to make a history report of a selected machine.
To do this, just use Machine Notes Report.

You can also customize the history report and then preview, modify and print it.

The previously mentioned reports have two different purposes:

The Job Report is addressed mainly to the maintenance team.

The Machine Notes Report is useful to take some proactive actions, before a failure of the machinery
may occur.
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The X-Trend software is very flexible and offers you enough commands to do the same things in
different manners. Before to use the software, read carefully this manual, use XDEMO database
available into the installation kit and try to learn how to use efficiently this powerful program.

21-Aug-09
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The XDEMO database is a demonstration database with simulated measurements. You can learn how
to work with the program and to evaluate its special performances.

On the screen, a menu list and a toolbar are displayed. In the status bar, on the bottom of screen, the
active database is also displayed. On the first run, the active database is XDEMO. Although you can
create your own database, for the very beginning, just use the XDEMO database.

If you run the program for the first time, select Optional Settings command from the Settings menu:

Setkings  Report  Window
W SetFilker

il Template

% Optional Settings

Select the units (metric or imperial) and the measurement unit for frequency (Hz or CPM). Keep the
number of measurements in trends to 24. Click Save to save this setting.

Choose from the View menu, Selection command. A specific window will appear on the screen, which
allows you to select the department, the machine, the point and the wished direction. Selections are
done pointing a certain direction, with the mouse, in the above mentioned order. Now you can select a
collection of trends to be shown. Just double-click on any trend or direction and the item will be moved
on the list.

Instead of double-clicking, you may drag and drop any direction to the list.

If you don’t want to display some items on the show list , just double-click on that ones and they will
be removed on the list.

Finally press Show button and the entire list will be shown.

After you display some trends, the main window remains active and you can select other trends.
Although a large number of information is available on a single screen, it is recommended to limit the
number of simultaneously opened plots, because the plots will have too small sizes and many details
will be lost.

For details regarding an efficient way of using the trends plot, see also: Trend plot

Trend plots may be displayed also with: Show trends from the whole machine and Quick view . Try
also these commands to see the differences, but first read their associated information.
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5. Creating, registering and editing databases

To make a functional program, every user has to create and edit its own database. Database menu
consists of the following functions:

Edit
w-f Edit Edit the active database (add, rename or delete).Also allows deleting of the
B change old measurements.
ﬂ Reqgistrakion
Create Changg
The active database can be changed.
e Route edit _ _
B Filter edit Registration

Allows the registration of an existing X-Trend database.

ﬁ Ilpdate alarm skatus

Create
B4 Machine exchange... Create a new X-Trend database.
[&= Maintenance
ﬂ, _ Ro_ute edit
Edit a route for an X-Trend database.
Filter edit

Edit a Filter for an X-Trend database.

Machine exchange
Allows machines exchange between two registered databases.

Maintenance
Delete old measurements (by date or by the number of records).

Exit (CTRL+X)
End the work session, closing the databases and returning in WINDOWS environment.

5.1. Create a new database

To create a new database use Database > Create command.

Select a database
server

B2 Create a new X-Trend database

Server connection detailz

Server type |MS docess /)

j

Server name |

T L b ’:

Adrministratar 1D |

Password |

Press NEXT

8
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First select the Server type to be MS Access. You don't need any Administrator ID or password.
Press NEXT.

Before creating a new database, you should name it first. Each database has a unique file name. The
new created database will be automatically registered. A new created database is empty; it contains
neither machines, nor points and directions. After creation, to edit the database you have to activate it.
To do this, just use the Change command. To edit, you should use Edit command.

E2 Create a new X-Trend database

1. Type the database

Mew database settings s et

iy MyD atab ase ' 2. Select a location j
i I
. . .
F: Database filez path :B(bGF)It\ilgnZﬂy?“as name
E ) |E:"-.P'ru:ugram FilezheTrend\D ata

4. Press NEXT
to continue

_—

P
Help <4 ‘ b Cancel ‘

#-Trend name

The X-Trend name is optional. If you don’t type any name, the X-Trend name will be the database file
name.

Press NEXT to continue.

A new MS Access database named MyDataBase.sp3 will be created into the C:\X-Trend\Data
directory.

NOTE: To create a backup copy of your database, just copy the .sp3file in to a safe location.
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5.2. Database registration

Before using any X-Trend database, you must register it.
Use Database > Registration command to add an existing database to your registration list.

If you create your own database, the database will be self-registered. To have access to the other
X-Trend databases in the network, you must register them first.

Active database Database files name and location

Registe . new database connection
#-Trend ﬂa/me | Database name / | Server name Add
‘( %D Zi\Program Files'l,g. .. M35 Access
TEST Ci\Program Filesl®,., M3 Access BRI

CAProgram Filesiy, .. M3 Arcess

IvDatabase

Remove

Server type

Database “generic” name

Cancel

Click the Add button and select a valid X-Trend database.
Only registered databases can be activated in the X-Trend software. If the X-Trend is installed in a

network, each user can have his own database collection.

The databases will be added in the registered list of databases. You can any time Remove a
registered database. It doesn’'t mean you delete the selected database; you just remove it from the list.
In addition, you can rename the “generic” name of the database.

Finally, click Cancel to terminate the command.

5.3. Database change

X-Trend can manage many databases, but not in the same time. This means you must select a
particular active database (from the registered database list).

Use Database > Change command to do this: ; Selecta databasej

#-Trend narne | Dat}b//(hﬁ'le | Server nane | R

XDemD fiProgram Filesi®, .. M3 Access |
TEST Ci\Program Filesix, ., M3 Access 105F
\f MyDataBase Ci\Program Fileslx, ., M3 Access

Zancel

\/7/Change
2. Press Change or
double-click on the item ) #
o

3. Press OK to finish

10
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Double-click the item in the list or select it with a click into the database, than press Change button. To
confirm, press OK button. The name of the selected file will appear in the status bar.

EMyDataElase [CProgram Files'S Trend'DatayDataBaze. sp3]

5.4. Database Edit

Use Database > Edit command to edit a database. To do this, select this command from the main
menu or press the dedicated button from the toolbar:

H‘i

This command is used to edit the active database (add, delete, rename items) and for database
maintenance.

In accordance with the selected item from the hierarchy tree, you can add machine, point or direction.

5.4.1. Database Level

On the Database level you can only add Departments (or plants):

% Database edit |
ZE | 0l
[y 5amplePlant

H-i Mewhd achinefl Add

it

b Mewbachinett?
b Mewbachinettd
b Mewhachinettd

kyDatal aze

5.4.2. Department Level

On the Department level you can add Machines and you can also delete or rename departments:

Ly Mewtachinettd
Ly Mewbachinettd

11

% Database edit |
B My[EaEase ;’.ﬂ.i El,' [ El.' I J
= g Newhachinet &dd Delete | Rename |
H-i MHewbd achineft2 kD atal aseS amplePlant




X-Trend Manual

5.4.3. Machine Level

On the Machine level you can add Points . You can delete or rename the selected machine. You can

also view the structure of the database:

%+ Database edit

2=2| Myl ataBaze
- [y 5ampleFlant

o

i

=X F M ewbd achinett
H-i MNewh achinett2
H-i MNewh achinett3
H-i MNewh achinettd

. Enter new name for : NewPoinkt

M ewPainl

+ “fibration measurements
" Temperature meazurement
{~ Speed measurement

" Manual enty paint

Ok Cancel |

5.4.4. Point Level

lli
=

Rename

lli
=

Delete

»
»

dd

bduD ataB azehS amplePlanty ewbd achine 1

The following point types can be added:

e Vibration point

e Temperature point
e Speed point

e Manual entry point

Only vibration points have Directions.

On the Point level you can add a Direction . You can delete or rename the selected direction. You can

view also database’s structure:

tyD atal aze
- My 5amplePlant
- H-i Hewt achined1

P2

P

P4
H-i Hewt achined3
H-i Hewt achinet4
H-i Hewt achined2

12

»
L

Add

i L |

i [
!elete F:ename |

kyD ataB azehS ampleFlantyH evitd achined 1P
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5.4.5. Direction Level

On the Direction level you can delete or rename the selected
plot (if any):

Myl atab aze
- Iy SamplePlant

direction. Also you can view the Trend

- by Newbachinett]

u

= P1
g
5 H1

p2

Delete Rename

buD ataB azehS amplePlanthH ewtd achine 1 4P1 41

P3

P4
Ly Mewhachinettd
Ly Mewhachinettd
Ly Mewhachinett?

After adding a new item in the database, any selected item can be renamed. The new items are added
with a default name, which can be changed any time. To do this, select the item’s name you want to
change and press Rename button. Then change the name using the keyboard and finish by pressing

OK. An empty name is not allowed.

To delete an item, select it first, then press Delete button.

If the item is not the last one in the hierarchy tree, or if there are already measurements stored in that
particular direction, the item won't be deleted. As a general rule, a deleting procedure must be done in

the following order:
* measurement

e direction
e point
* machine

» plant (department)

Double-click here tao
zelect/deselect the bazeline

DatedTime

[Specratpe 4]

Select one o more
meazurements and

(1274799 12:00.01 AM

1279912

Mormalfrmm faBh:
2 AM Fefersncelmm//st
SR Iormal[memn /s Rk
4 b MNormalfmm el
Marmalfmm/sFk:
i Mormal[mm/sHk:
Marmalfmm/sFRm:
Mormalfmem fsBM!
Mormal[mm /sFid:
Marmalfmm /fsFki:

Fa o
¥

Ot

hdmere o |r.-n.fi.

press Delete
B t B I
s |5} Cialete anIaT Wiew

13




X-Trend Manual

The measurements can be deleted by selecting one or more items, then pressing the Delete button or
Delete from the keyboard.

The order of the items in the database tree can be changed anytime. Click on the item, press Ctrl key
and use the arrows buttons to change the position in the tree. ﬂ

o
The movement can be done only inside of the hierarchy level (a machine can be moved only in its
Department, Point only in its Machine, etc.).

The baseline can’t be deleted. First double-click on the item to transform the baseline into a normal
measurement, than delete it.

When the machine definition is finished (plant, machine, point and direction) on every level of the
hierarchy, you can edit very helpful settings.

5.4.6. Editing on machine level
On machine level you can edit:

%+ Database edit

#Dema

= My Departrment #1 |MﬂEhiHE #1

I ¥ M
+

D escription. ..

Boint #1 Machine description:

¥ Faint #2 |Drive belt far & rotar

+ Paint #3 . A

+ & Paint 4 . =
g Machine #2 -
24 Machine #3 o L
B4 Machine H A

ity Department #2 Ficture size: f T
iy Department #3 14610 Bytes ;

ﬂh Department #4

Setting
Copy from template | Copy az template |
ot 1l L 1l i+ =
op | = | Al
dd Delete Rename | E it
#Demas\Department #14Machine #1
e« A short description - a 30 — 40 characters length, description of the machine. This

description may be used in reports.
* A machine description —clicking on Description button, a text editor will appear. For each

machine you can add here as much information as you want. You can use different type of
colors, letter size and alignment. You can import the content of some external files (text or

14

Browse
button
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RTF) or pictures. The content of machine description can be printed with Report > Machine
Description Report.

e A Machine picture . For each machine you can add a picture from the existing collection
provided in the installation kit. The picture must be in a picture file format. Of course, you can
make your own pictures with a digital camera. To add a picture to a machine click Browse
button and select any picture file.

5.4.7. Editing on point level

On the Point level (only for manual entry point, speed point or temperature point) you can define
measurement units and alarm limits:

=¥ Manual entry g|
Alarrn limits
Danger HI = m b
Warning HI 60,00 g
Warning LD 0,00 &
Canger LD W 0,00 &
Paste
button . Save
elngfz button
Lnit A -
Range HI 100,00 4
Copy \ Range Lo 0,00 &
button
SamplePlantiMewMachine # 11 Current

The unit is a string, maximum 6 characters length.

For each manual entry point you can define two sets of alarms Ilimit (LO and HI).
Zero value for an alarm means no alarm.

Using Copy button you can copy all the alarm settings from one direction and with the Paste button
you can paste that settings to any other direction.

Save button is used to save the settings.
The settings are also automatically saved when you change the item selection in the hierarchy tree.

15
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On the direction level

5.4.8. Editing on direction level

-2 Alarm settings

Crverall alarms

Unit - 150 10516

IRMS |

Warning 6,30 mmfs RM3
Canger 11,00 mimfs RMS

Bearing condition alarms

YWarning T Loo g
BC Walue

Danger = 2,00 g

Envelope alarms
Warning © 000 g

Danger o 0,00

%]

Apply these alarm
settings for all machine
directions

Save
button

bfﬁ

24

Department #1yMachine #11Point #1vertical

and also to define the Route settings .

(only for vibration points) you can edit the alarm limit for overall measurements

Click Alarm settings button and you can edit two alarm levels for each total vibration, BC value or
envelope. Two tables, ISO 10816 - diagram and Bearing Condition Coefficient diagram is available to
select proper values for alarms.
The alarms can be set in:
Displacement units (microns or mils)
Velocity units (mm/sec or inch/s)

Acceleration units (g)

For bearing condition (BC) the unit is always “gBC” and for envelope measurements is “gE”

Using Copy button you can copy all the alarm settings from one direction and with the Paste button
you can paste that settings to any other direction.

The Trend plot will show the data in alarm setting units only.

16
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x]

M Route settings

Speckrurn

Mazx, spectrum freq, m vl Hz

Bearing Condition

Collect bearing condition v

B high pass Filter |S00 - | Hz

Envelope
Save
Paste Collect envelope [ button
button
(* Hz
Copy " RPM
button

B2 &% iL|

SampleF‘Iant‘l,NewMachine#l\ 1

Save to all machines ’

Click Route settings to set the route definition. For each direction you can set:
- Spectrum maximum frequency

- BC High pass Filter

Also you can enable collection of BC or/and Envelope in Route.

Save button is used to save the settings.

The settings are also automatically saved when you change the item selection in the hierarchy tree.
Using the “Save to all machines ” button you may copy and save the alarm settings for all vibration

directions of the current machine.

When your database has more than one identical machine, edit only one machine, then copy and
paste this machine many times.

You can save a just created machine into a template database, or use the template database to copy
a predefined machine in your database.

17
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%> Database edit EHEIEI

kyDratal aze :
- [y 5 amplePlant |N ewkMachine#1
- H:i Newhd achinedt

+ F1
=% |Dirirve belt an & matar

Dezcrption. ..

b achine dezcription:

j Temperature

4 Speed
I’.;‘;-} Current

H-:i Mewhd achinet3 Picture size: Y (i
il Mewhd achinettd |0 Biytes

H:i M ewhd achinedt2

Setting

| L_opy fram template | Copy as template |
J ELH
| Esit

kyD ataB azehS ampleFlantyH evitd achined

o ],],++
=

Fename

ll%%
=

Delete

dd

When editing, just use popup menu to copy a machine, then paste the content to another one.

Copy

& add
7 Delete
Renarne

Press Exit button to finish the editing session.

Copy as templake
Copy from template

18
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5.4.9. Editing machine in batch

DemaFro
ey — fy Department #1

[ — a.i kachine #1
.............. By Machine #2 | :> Copy
.............. ﬂ,i b achine #3 E Paste
.............. ﬂ,i M achine $4
fhy Department #2 & add
by Department #3 X Delete
-------------- fhy Department #4 Rename
[ Samp]e plant. Shiow
.............. a.i b achine #1
______________ ﬂ‘i Machine #2 Copy as kemplate
ﬂ‘i b achine t3 Copy from template

o B Maching 14
.............. H,i

If there is more than one identical machine in your database, edit only one machine, then copy and
paste this machine several times.

Before copying, the new machine must exist (only as name, the machine hierarchy can be empty).
Note: If on the Direction level are already stored some measurements, you can declare, for each
direction, one of them as Baseline or Reference. To do these just double-click on that measurement.
Only one measurement can be Baseline . All the other measurements are Normal measurements.

You can save a new created machine into a template database, or use the template database to copy
a predefined machine in your database.

x|
Template name | D' ezcriptian TE T &
(Erinder 1 m
MO0 1T ALSIL MO 0T 1 ¥ x
Purnp g
b achine #1 Dirive belt fan & mokar
Remove
Fename
Dezcription
Export
Import
4| | | ok |

In the window above you can:
* Rename a machine (name, description and machine picture)
* Remove a machine from the Template file
» Export a machine into another Template file (the file can be created, if it doesn't exist)
* Import a machine form any Template file (the file must exist).
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5.5. Route edit

1. Why using a route?
When the X-Trend software is used in conjunction with the X-Viber instrument, the route is used to be
loaded into the data-collector, ready to get measurements. Finally the whole route, full of
measurements, is unloaded from the data-collector back into the machine database.

2. How to build a route?
A lot of routes can be built using the Route Edit command from Database menu.
Activate this command and the Route Editor will be activated.

X

:5: Edit Route

Fioute list [Databaze structune Route structure
FlaoLte | Tors byl atal ase 113 NewRoute
IDNEWHDute Foute My SamplePlant - Mg SamplePlant
Iy Departamentt + H-i Mewhd achinefl

H:i Mewtd achineH 3
b Mewh achinettd
H-i Mewt achineH 2

3. Save the
route definition

2. Add machine
to route structure

1. Create a
new route

M achines:
Pointz: G
Directionz: 2

o
elete

/
=) iﬁhj}
dd Ename

Optionally, press CTRL key and
click these buttons to rearrange
the items into the route tree

Press Add button to add a new route.

An editing window will appear.

Give a name to the new route and press OK.
An existing route can be renamed or deleted if press Rename or Delete.

Once a new route is created, you can add it some machines. To do this, select any machine from the
machine database tree, then press Add button:

In the same route it's impossible to add the same machine two times. Instead to add a machine, you

can add directly all the machines from a department. To do this, select a department and press the
Add button:

2
Adld

All the machines belonging to the selected Department will be added.

20



X-Trend Manual

Tl

Remove

To remove a machine from the route, select the machine and press the Remove button:
You can remove the whole Department, as well. To do this, select it from the route tree and press the
Remove button. From an existing route you can exclude vibration Direction, Temperature or Speed,
using Exclude button.

Tl
Exciude

Into a route, you can arrange the items using Arrange buttons. To do this, first press CTRL key on the
computer keyboard, and then click on Up / Down arrows.

:tﬂ Edit Route

Foute list Databaze structure Foute structure
Route Type typD atab aze 113 NewRoute ——
T NewRoute Foule By SampleFlant . 5 amplePlant -Lhe removed item in
TiTestRoute  Route by Departamentit S NE#EF;THEM the route structure
P
¥ H1
P2 X
Pa
P4
f Temperature
0 Speed
i Newbachine#2
Press this button to g NewM achinett
remove an item g Newhachinett2
Up/ Down arrows
£ >
2| B & & [Tt 4 &
dd enanme elete Exclude Diirections: 2 Exit
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5.6. Filter edit

1. Why using a Filter?

When using a large X-Viber machine database, you'll find difficult to access a certain machine, point
or direction. That's why the user can apply a “filter” condition to the machine database, to reduce the
items.

A filter is in fact, a collection of some machines, points and directions, defined as a route. Many filters
can be created from a machine database. This filter is also called Route .

2. How to build a Filter?
Any number of filters can be built using the Edit Filter command in the Database menu.

Activate this command and the Filter Editor will be activated:

Press Add button to add a new filter.
Editing windows will appear:

i Enter new name for: NewFi x|

0k, Cancel

Name the new filter and press OK. An existing filter can be renamed or deleted by pressing the
Rename or Delete buttons. Once a new filter is created, you can add some machines to that filter. To
do this, select any machine in the machine database, then press Add. In the same route it's
impossible to add the same machine two times. Instead to add a machine, you can add directly all the
machines from a department. To do this, select a department and press the Add button. All the
machines belonging to the selected Department will be added.

Cw

Remowve

To remove a Machine from the filter tree, select the Machine and press Remove button:

You can remove the whole Department, as well. To do this, select it from the filter tree and press the
Remove button. From an existing Filter you can exclude either vibration Direction, or manual entry
Point.

Tl
Ewrchude

Into a filter you can arrange the items using Arrange buttons. To do this, first press CTRL key on the
computer keyboard and then click on the Up / Down arrows.
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3. Filter activation

To activate a filter proceed as it follows:

Select Settings > Set filter .

| Filter settings x|
Filker name I Type Shiow
Vv DemaPro (Full facility)

Mew Filter Filter
TI5AMLE ROUTE Route

Change

1| [»] Ok

Select a Filter definition or a Route (A Route can be used whenever you want to, as a Filter).
You can press the Show button to see the Filter content. The Filter Edit window must be open.
Press Change button to activate the filter.

You can do the same from the X-Trend Status bar . Just click the Filter icon:

| Ho Fiter

If a filter is active, the filter name will appear in the Status Bar also.

TrMS Access 4 Fitter: MeswRoute

In order to cancel the filtering, just select the whole database as a filter.

NOTE: When a machine is excluded while filtering a database, it is not visible in the

database tree.

Quicle Yiew In this example, MyDataBase tree will appear as

[l! MyDataBase - NewRoute follows:
- [l
+ i MewMachine#1 Only SamplePlant is visible, because the filter
by MewMachine#3 includes only this plant.
by MewMachine#4
g NewMachine#2 After the database name, the filter name is shown as
well.
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5.7. Update alarm status

If this option is checked, after exiting the transfer window, the Alarm Status of all measurements in
the database will be automatically updated. If the same alarm status has been previously updated, the
following message appears on the screen:

i There are no changes in the alarm skatus
\J‘) IUpdate of alarm sktatus isn't required

(8] 4

You can get the same result, when you select the Update alarm status command, in the Database
menu or when you click the Manual Alarm Update button on the Toolbar.

When the machine tree is shown, the item icons are colored according to the current alarms levels.
This is true only if the latest alarms were recently updated.

The last alarm update time can be seen looking on the right hand of the Manual Alarm Update button
in the Main Menu toolbar:

den 17 november 2005 den 17 november 2008 den 17 novemnber 2002
131739 131739 13:17.39

Last update of Alarm stakus I There is no change in the alarm status | IUn update aof the Alarm stakus is required |

In the text box on the Toolbar you can always see the alarm update status:
If the text box is pressed (middle picture), the alarms are shown correctly, no update is required.

If the text box isn’t pressed (right picture), the alarms need to be manually refreshed. Because the
machine databases can be simultaneously accessed onto many computers in a network, it might be
possible that the user has no idea about the real alarm status in the database tree.

This nearby sketch is a
typical accessing diagram for
machine data-base into a

X-Trend network.
(First instance]

H-TrendLiveServer

Any of the above users can

[\

\‘ , make some changes in the
Machine X.Trend machine database, adding
(Zecond instance) new measurements.
Third party /
= ofteare Now you can see how the
% Tremd user can set the X-Trend to
(Third instance) know anytime about the

changes in the alarm status
and also how the alarms
update can be done.
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5.8. Semiautomatic alarm update

If in the X-Trend, for instance, a recently downloaded measurement occurs, the user can decide if
also the alarm’s update must be done, when downloading procedure is finished.

In any transfer window a checking box is placed into its lower side.
The Manual Entry transfer window is presented below:

x
Sunday, December 23, 2007 - 16:14:00

| 12/23/2007 .| [ DemoPro r
[ — iy
16:14 = B Machine #1
|__i_| ............ ﬁ_ Point #1
.:J:ﬁ' "Wertical
.:J:ﬁ' Horizontal
I :-? Bial
3 — Paint #4
. 8 9 c o — Paint #3
'Eﬂ ............ Paint #2
.............. 4 Machine #2
4 5 6 CEL 1| B4 Machine #3 i
.............. ':i b achine {4
] o 20 | i thy Department #2
U D I S Fha Marackbencek H j
] : M [« Update alarms EL |

| Select a manual entry paint!

Update alarms box is checked as default. When the Exit button is pressed, an automatic alarm
updating will begin.

NOTE: If any user in the network performs an alarm update procedure, all the other users

will be informed about this. The manual Update Alarms button will change the status to
inactive.
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5.9. Machine exchange

This command can be used to transfer the machine definition and data from one database to another.
Both databases must be registered under X-Trend program. In the destination database must exist at
least one department. The machines can't be transferred in an empty database.

To transfer a collection of machines, just follow the next steps:

i Machine exc hange

Chooze the *-Trend zource database

| [

Serverdzervice name: MS Acces
Server type: MS Access

1. Select the

source database

]

D atabase name: #Demo

=Demo
- ﬂh Departrent #1
B4 Machine #1
2§ Machine #2
2.4 Machine #3
By Machine #4
ﬂh Department §2
ﬂh Departrment #3
Hh Department 4

4. Select the
machine

6. Press Transfer
button

5. Select
options

Copy optiohs

v Inchuding measurements

v

M |nclude alsa nates

Copy Machine Machine #1

Choosze the #-Trend destination database

| [

Serverdzervice name: M5 Acced
Server type: MS Access
[ atabase name: MyDataBaze

2. Select the
destination database

byl atal ase

My 5ampleFlant
= [y Departamenttt]
i Grinder
g Machine #1 | 3. Select the destination
& Machine #2 department (plant)

7. Press Save to
complete the transfer

1. Select the Source database.

2. Select the Destination database.

3. Select a machine from the Source database.
4. Check the Copy options.

5. Select a department from the Destination database.

6. Press Transfer button do confirm transfer.

7. Repeat steps from 3 to 6 to transfer all the desired machines.
8. Press Save button and wait until all machines are saved into the Destination database or press

Cancel to abort.
9. Press OK to finish the transfer session.

Using Exchange Machine command you can create a single database using the machine stored in

several databases.
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5.10. Maintenance

From time to time, run Maintenance command to optimize your database’s dimensions. You can
select two ways to delete the old measurements:

- by date

- by number of measurements

fv Delete all measurements alder than

17 Ockober 2009 (17/10/2009 .. [S——

[v Delete associated notes

_+| september2009 |

i~ Delete all measurements excluding 1 7z 3 4 5
" 6 7 & 9 10 11 12
=1 13 14 15 18 17 1§ 19
[ 20 21 22 23 24 25 26

2728 29 30

= aToday: 15/01/2010

Repait and compack ‘ ik, ‘ Cancel ‘

The baseline vibration can’t be deleted.
Deleting process can take a long time, especially for long databases.

From time to time you can press the Repair and compact button. A checking procedure will begin.
Also the database size will be optimized.

5.11. Exit

This command is used to end normally the working session. This command closes all the databases of
the application and leaves free computer's memory, ready for other application in WINDOWS
environment. You can exit just pressing the specific button on the Toolbar .
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6. Transfer

6.1. To/ from X-Viber

This command allows:

- To transfer a route to the X-Viber instrument

- To transfer a route from X-Viber instrument into the active database in the computer.

First, you must have a USB cable connected between your computer and X-Viber instrument.

In the Status bar the Awaiting connection message will appear.

I Anaiting connection I

Now you must select from the X-Viber Menu, the Communication menu line and press the
instrument OK key. In the left list, the name of the existing route into the instrument will appear (if any).

I Ready to transfer I

The Status bar will display Ready to transfer message. In the X-Trend route area will appear all
defined route.

Transferto
H-dher

Transfer from
H-fher

= Communication with X-Viber

M achene lo measue 14

hibration messements |2
Temperature measurements ;1
Spesd measnrements 1

T3 HewRoule
= [ SamplePant
TR # & Hewhachineltl
X-Niber Al ] b MewMachines

PR
o,

=P

(o

Q) w (® 5
: Foute list
/ area
>

£
‘ = ‘ [ Update alarm status kL
Bt W . |
\ Aboit
LISB connection hutton Emion button j

Synchronize clock button

Show hide
route definition

Now you can transfer any existing route from or to X-Viber instrument. To synchronize the X-Viber

clock with computer’s clock, just press: @ |
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1. Download a route definition

- Select the route from the list.
- Press transfer to X-Viber button (left arrow button).
- The selected route will be transferred into X-Viber instrument.

- Measure
- Press transfer from X-Viber button (right arrow button).
The measurements will be down-loaded in the machine database.

2. Using transfer option
After a route was transferred from the X-Viber instrument, before exit, you can select:

e Automatic Alarm Report: If this option is checked, after exiting from the transfer window a
Transfer Report  will be shown.

3. Transfer balancing files

From the Transfer menu you have to select X-Viber function. A window like the following one will
appear on the screen:

. Communication with X-Viber

. |
3 |
el L

X-Viber

> ®

Faoute Type

330

.@j vy (© i Cli@

Show balancing

Ll |

[ Update alarm skakus mj
[ Automatic &larm Fepart Terminate

Set. ;:Icu:k

Ready to transfer |
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. X-Viber balancing data

[ T Fle D BALANCING REPORT

(Single plane balancing procedure)

206.01.2010 11:54:11
Date: 06.07.2010 11:54:11

Just click onto the balancing
oL (VTS (0 (Tt Balancing speed: 2080 CPM

INITIAL RUN

Initial %ibration: 271,02 mum's rms at 325°
Initial Unbalance: 4,43 grams at 2737

TRIAL RUN

Trial weight: 3,00 grams at 0°
“Yibration: 2470 mum's rms at 200°

information you need

You will get all the balancin

|

FINAL RESULTS

Residual unbalane: 0,73 grams at 7967
Final vibration: 3,45 mm/'s rms at 247°

Balancing improvement: §3,59%

£ I | =
B I
Send to Send to % ﬂ"'
database b Shford Print ouk E xit

Click on the Show balancing label, and a new window will appear. On the left side of the window you
can see all balancing files, both One plan balancing and Three point balancing , but marked with
different icons on the left side of file’'s name.

On the right side of the window the Balancing Report is shown.

In this screen you can:

- send the Balancing Report content in the X-Trend database. The destination will be a specific
machine Notepad.

- send the Balancing Report into a MS Word type document, where you may edit the content.

- print the Balancing Report directly to a printer.
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6.2. Manual entry

With this command you can add manually measurements in the machine database. Measurements
can be added only to the Manual Entry point previously defined with Edit command.

Manual Entry point is used to add to the machine database other useful information regarding
machine condition. Manual Entry point is collected manually from the Plant, and can be any numeric
value (e.g. Bearings temperature, inlet pressure, pump flow).

If this command is used, a specific window will appear.

=% Manual entry transfer @

19 januarie 2010 - 14:46:00

I 10.01.2010 | EEmDstabase
S [y SampleFlant

14:46 = b MewMachine# 1

+ P1

f Temperakure
7 g a C -o Speed
I’;‘;—) Current
L MewMachine#3
L MewMachine#4
b MewMachine#2
1 2 3 [y Departamentai

| Update alarm  status EL

SamplePlantitewiachines# 1Y Current

The new measurements can be added in two ways:
- By mouse
- By keyboard

First adjust properly the date and time. Then, select a destination for the new measurement. The
destination must be only a Manual Entry Point . Then, type the value of the measurement and press
ENTER or the Transfer button.

In a single work session you can add as many measurements is necessary.
Pressing Show Trend button you can see the trend plot for the selected point.

The transfer session can be finished pressing the Exit button.

RS
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6.3. X-Viber software updater

Before to do this use Check for updates now command to unload from VMI's Web site the latest
available version.

a) INTRODUCTION

The Serial Download Utility allows X-Viber instrument to upgrade the FLASH code in the field using a
standard USB cable. This functionality consists of:

1. Asmalllibrary included in the user program: SERDOWNL.LIB

2. A small RAM-based program that downloads the new code and programs FLASH

3. This software to find and program boards

b) HOW IT WORKS

The SERDOWNL.LIB library uses a small RAM-based loader. This loader is small (24k.) The library
routine has to allocate a buffer in the extended memory to store the program. After the code was
downloaded and a ‘RUN’ command is received, it copies the program to root RAM, remaps RAM to 0,
and reboots to the new code.

The RAM loader is included in the X-Viber application software.

The library also has additional functions. One is to preserve the serial parameters. Since the entire
board is reset, the USB port needs to be reinitialized. These parameters are passed in RAM to the
new program.

A function of the library is to respond to “Query” commands. The query command is sent by the
X-Loader utility software, to ask the board to identify itself. Each board that supports the download
function will reply with a user-supplied string. This allows the X-Loader utility to identify boards by
name, serial number and software version.

The library uses no extra extended memory, until a request to download is received. It will then
allocate enough extended memory to store the program. The user program is notified that a request
has been received and so it can free up extended memory, if needed. Only programs that use all of
the extended memory would need to do this. Because the RAM loader is included in FLASH, no extra
extended memory is required.

The library and the download utility will report their status to the X-Loader program. They will report
that they have the loader in FLASH, or are running it. Also, memory allocation and code blocks are
acknowledged.

c) PC DOWNLOAD UTILITY

Programming the Boards

» Connect the USB cable from the PC to a single X-VIBER Instrument. Multitarget software
loading is not allowed and an error message will appear if more than one X-VIBER
instruments are connected to the PC.

+ Start the X-VIBER instrument and select the INFO Menu.

* Now start the X-Loader software.

» If the Connect button is enabled, just press the button and wait to establish the connection.
Press Browse button to select the latest X-VIBER image file (with .bin extension).
To download, press the Load button.
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[ Loader for X-Viber (3.0.0)

Binarny file to load:
|I:: WProgram Files'xTrendSBINYMIBER_535.bin

Browse
[nztrument Senial Mumber |><-.;|:||:||:|3|:|E %
Software found |><-"-IIE ER SOFTWARE Wa.37

Prezz 'Load' buttan to continue. .

T

The download procedure will perform the following steps:

Send a request to the board for extended memory to store the RAM loader.
Send a “Run” command to start the RAM loader code.

Research for the board to find response from RAM loader.

Download the user code.

Send a “Reboot ” command to run the user code.

agrwbNRE

The X-Viber instrument acknowledges each step. A progress bar on the bottom of the window shows
download completion.

Once the download is complete and the board has restarted, you should be able to perform a loading
session or to exit.

Errors
Each operation is checked. The system will try to recover from errors. The status log window will show
these errors. The download can be retried if it fails.

Some notes:

1. Once the utility starts downloading the user FLASH code, the board is susceptible to a power loss
or reset. If the board is reset in the middle of a download, it may be not recovered. In this case the only
way to fix the problem would be to use the Rabbit RFU utility and the serial debugger cable.

2. If the user flash file is not found, the download will abort. At this point, the RAM loader is running
and the FLASH remains untouched. To recover, select the correct user program file and restart the
download. The utility will see that the board already has the RAM loader and will skip right to the
FLASH download.
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7. View menu

7.1. Show selected trends

When you select this command, a specific window will appear in the screen, which will allow you to
select the department, the machine, the point and the wished direction. The selections are done for a
certain direction (vibration) or Point (Manual Entry), with the mouse, in the above-mentioned order.
Now you can select a collection of trends to be shown. Just double—click to any direction (or Point) and
the item will be move to the show list.

Instead of double—clicking, you can drag and drop any Direction (or Point) in the list.

If you want to not display some items from the list, just double—click on them and they will be removed
from the list.

Finally, press Show button, and the entire list will be shown.
After you displayed some trends, the main window remains active and you can select other trends.
Although it can display a large amount of information on a single screen, it is recommended to limit the

number of simultaneously opened plots, because they will become smaller and smaller and many
details will be lost.

bAuD ataB aze Trends to show
- SampleFlant
E;h tli‘i Newhachinett] Lizt of selection
= ﬁ' = M ewhachingt] P14

P
A5 H1

P2

Pa

P4

‘f Temperature

{I} Speed
I’;‘;-} Current

WY Mewbachinettd

Wi Mewbachinettd

Wi Mewbachinestt?
[y Departamenttt]

Exit Show

kD atal aze'S amplePlantst ewbd achinet %P1 41

Press here to get the trend for
your selection
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7.2. Show trends from the whole machine

With this command you can see in a single “scrolling” screen all the trends associated with a machine.

5 Trend View

#Demo
- ﬂh Drepartment 1

Selected directions
B b achine #1%Foint #1%ertical

B4 Machine #1 B achine #14Point #1\Harizantal
Bl Machine #2 # M achine #14Poirt #1 5l
Bl Machine #3 B Machine #1\Point #2Wertical
fy Dei'jm“;:f;g‘e A4 % Machine H1%Point H2\Harizontl
& Maching #1%Point H2%xial

ﬂh Department #3

My Department #4 ﬁ Machine #1%Point #34Wertical

ﬁ Machine #1%Point #34Horizontal
ﬁ Machine $14Paint #3waxial

S b Cancel

First, select from the hierarchy tree the desired machine. In the right part of the selection window, a list
with all directions of the selected machine will appear.

Before showing, you can rearrange the list, dragging the items.

Now you can remove some items for the list (by double-clicking) or show the list pressing Show
button.

If you don’t need all the plots, close some of them and use the Arrange Trend command from
Windows menu to rearrange the plots on the screen.

You can synchronize the cursor in the trend plots.

Finally, use Clear all command from Windows menu to close all plots.

Click these buttons to show
vibration, BC or Envelope trend

= Overall Denzg

Drag this line to change the range

Q8 W
o o m/s RMS [Auta]
| : : : Spectium lines
21.12.2009 13:32:24
Amplitude Frequency z
[mm/s RMS] [Hz]
7.87 TOTAL 100.0
15 6.36 4910 65,5
0.71 298,53 0.8
017 875,91 0.0
0.16 99,17 0.0
0,13 345,28 0.0
10
This is the baseline measurement A | Table shows five total levels

and also the first five highest
amplitudes in spectrum

p e Click into the plot area to show the cursor
01.06.2004 03.06.2004 05.06.2004 07.06.2004 03062004 H.DE.M - o e - T REM & Hz
030003 00:00:16 000024 000032 00:00:40  OO:0Cc48  OO:0CBE 00:01:04 000112 O0:01:20  OCeOM:28 O0:01:36
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X-Trend can display trend plots for Total value, Envelope, BC, Temperature, Speed and Manual Entry
values.

When a trend plot is shown, you can get a large number of actions to customize the graph. Most of
these actions can be done using the pop-up menu, activated with a click on the right-mouse button.
Other actions can be done using the mouse or/and keyboard. Buttons from the Toolbar are also
available.

a) Mouse and keyboard
In the following picture you can see all the actions you can take using the mouse or the keyboard.

i, Use left and right arrow key

I-‘II LR L a

W to change the cursaor

Unit and average — The trend unit for the Total value of the vibration is, all the time, in accordance
with the setting of the Alarm levels (in Edit Database window). The unit and average can't be changed.

Gain — When the trend is show for the first time, the gain is set in respect of the biggest Total value
from the trend (AUTO mode). The gain can be change clicking, and after this dragging the upper
horizontal line of the grid. If you drag it down, the gain will decrease, if you drag it up, the gain will
increase. A double-click in Y-axis label area will restore the auto-gain. The gain for BC can’t be
adjusted.

Cursor — When a trend is shown, the cursor is placed on the last (most recently) measured point.

You can place the cursor also in the other position using the mouse (click in the new position) or using
left and right arrows from the keyboard. If the Same cursor command is check, depending on Link
level, the cursors will move into another trend.

b) Actions from the popup menu

The Trend Menu can be activated in each Trend Plot with a right mouse click.
The Menu has the following actions:

Copy ¥ |—» & to clipboard
W iarid ¥ to winword

{1 Show notepad
“ Show machine descripkion

| Show maching picture e CUreor =~
+ Alarm limits Use same amplitude e e
Appearance r —DI Link ko > sarne poink
Colour selection
S5 Report y |1 E’E? to Wintword
@ Lo prink preview

Copy — This action copies the plot in clipboard or in a text editor. You can use also CTRL+C. You can
paste the clipboard contents in the notepad with CTRL+V.

Grid — The grid of the trend can be shown or hidden using this action.

Show machine description — Selecting this action the text file associated with the machine will be
shown.
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Show machine picture - If you select this action, the machine picture will be shown in a separate
window.

Alarm limits — You can make the alarm limits for the selected trend visible with this action.

Same cursor — This action enables or disables the linking between the cursors for the other trend
plots. If a large number of trend plots are displayed, it is better not to synchronize the cursors.

Use same amplitude scale for all — This command adjusts the gain for all trends in accordance with
the active trend gain, depending on the link level.

Link to — You can synchronize trend cursors and make the same gain for all the trend plots,
depending on the link level: global (for all active trends), machine or point level.

Color selection - You can customize the colors for:

e Main cursor
e Axis background

: Main cursor
* Axis text .
. Trend grid Axis background
« Trend overall line Axis text
+ Trend bearing line Trend grid
Trend Bearing line

System colors

Trend background

Set default Exit

«  Trend background ‘ Trend COveral line
|

You can save these new colors using Save command. You can restore the default colors using Set
Default command.

Report — Using this command a trend report will be generated. After previewing, you can print the
report to the system printer. The report can also be made directly in a text editor.

c) Actions from the toolbar

Notepad button — When this button is pressed, the Notepad will be activated in accordance with the

active Trend plot . ,

Notepad is available all the time, when a plot is visible on the screen.
The Notepad can also be activated from the popup menus of each plot (Show notepad command
line).

The Notepad date appears in accordance with the plot date. From a trend plot, the Notepad will
appear with the cursor date.

Because the Notepad contents appear in many Reports, a proper documentation done in the
Notepad will ensure a good report also.
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Insert picture
File Edit Insert Format

r d S6 v FBR B3O
N -8 .| B 7 Ul S =
Esen text from filej

Text area

Show all pages

ENotepad page date

M 4 2122000 ) Q/ HUM

The Notepad must be used to improve your diagnosis process.
Into the Notepad can be added:

e Any plot form the screen

e Any text using copy and paste

» Any text or rtf external file

* Any picture (including digital camera picture)

The text can be formatted as in any standard text editor.
The contents of a page can be saved in an rtf file type.

Notepad is page and machine oriented. Each page has its own date. The Notepad is synchronized
also with the plots. When a plot sets focus and the Notepad is visible, the Notepad page will be
automatically changed to the plot date and to the machine.

If only the point or direction of the same machine is changed in plot, the Notepad contents will not be
affected.

This means that the Notepad has always the active page for the right date and for the active machine.

You don’t need to save the Notepad contents precisely. When the page is changed, the

current contents are always automatically saved int o the database.
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7.3. Quick view

This command shows trends in a special way. When you select this command a three window screen
will appear:

» Database tree
e Trend plot
e Notepad editor

ERend TS

|| Database Transfer Wiew Setting Report Window Help

Pl 3

MUECNIE I L Notepad editor - Department #1iMachine #1 [} ~
= KDEEW': | File Edit Insert Farmat
=] Department #1 T T T T Tl
S Ry g ErEiERIERE
= pant 21 | M3 Gans Sei -85 -|B U
o B8 ertical e
3% Horizontal
-
# g POINE #2
B Point #3
G B Paint #4
2 Machine #2
o B Machine #3
woe B Machine #4
] Department 42
o gy Department #3
iy Department #4
| M 4| 21122000 L NE | ms [cAr guum/
G N
W@ W R
og fomés AMS [Auto]
i i i Spectum lines
23.06.2004 00:01:12
Amplitude Frequency %
[mm/s RMS] [Hz]
1 423 TOTAL 100.0
10
£ 18 AU
h
By A T T T T T T T T T T T T T T T T T T T T T
31.05.2004 02.06.2004 04.06.2004 06.06.2004 08.06.2004 10.06.2004 12.06.2004 14.06.2004 16.06.2004 18.06.2004 20.06.2004 22.06.2004 " APM & Hz
00:00:03 00:00:09 00:00:15 00021 0.00:27 00:00:33 00:00:33 00:00:45 00:00:51 00:00:57 00:01:03 00:01:03
= +Demo [C:Program FilesTrend DataltDemo.sp3] [FAMS Access [ No Fiter

4 start TR ® 7% Euepariire., | B2 Muosotoftic,, - | B xTend 1§ untitled - Paint Ao,

& D 14

All three windows are synchronized. If you move the cursor in the database tree, all other windows
will be refreshed. If you change the position of the cursor in the Trend plot, the Notepad editor content

will be changed. In this way, you can immediately see all the information you need for the whole
database.

You can change the position of the windows in the screen, but you can'’t close the plot windows. If you
close the tree window, all the windows will also be closed. The last positions of the windows will be
saved.

Use Arrange Quick View command from the Windows menu to rearrange the window in a
convenient way.
The Notepad editor window can be closed any time.

The advantage of using Quick View :
e Any trend from any part of the database can be displayed.
e Quick access to any plot in the whole machine database.
The disadvantage of using Quick View:
* Only a single trend can be displayed on a screen.

39



X-Trend Manual

8. X-Trend Reports

The following predefined reports are included into the X-Trend software:
» Job report
e Machine report
e Machine description
» Transfer report
* Un-measured machine
e Print setup
Most of them can be customized by the user.

Any report can be sent to a text editor to be modified.

8.1. Job Report

The Job Report contains the last notes made by you for the selected machines. This report is
addressed to the maintenance team.

The notes are a consequence of the diagnosis process, based onto the measurements unloaded from
the X-Viber instrument.

& Job Report design E|

XDEEE' I C el adnEs _ A double-click here
p ! . H-?KDemn:n'l,Department #1 \Machine #1 - will remove the
E-i Machine #1 il Demoi Department #1\Machine #2 machine from the

3

fachine #2
a:i Machine #3
a:i Machine &4

Hh Department #2

Hh Department #3

print list

Hh Department #4 & »
EOOT ] é &
Header Body MokePad Prink Cancel

First select the machines from the hierarchy tree. Just double-click on each machine or drag and drop
the machines in the selected machine list

You can remove some machines from this list, by double-clicking.

Now, if you use the software for the first time, you must customize the header and the body of this
report.

To edit the header press the Header button. A specific window will appear.

In the pop-up menu (activated by a right-click on the mouse) you have some reserved words, all
included in square brackets. These words will be replaced in the final report, according to the actual
content of the database. In the Job Report Header you can add the following items:

Company name

[Date] — Current date

[Time] — Current time

[DBas] — Active Database name

You can preview a sample of the header pressing the Preview button from the toolbar.
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Header editor

File Edit Insert Farmat

FEH G oo tBE Bod

Aial - 10 - B IO BEEZE S

Company name
Date: [Date]
Time: [Time] (2 [Date] - Date

[Time] - Time

MAINTENANCE REPORT
for [DBas
[DBas] - Database name
Paper size: Letter, 812 x 11 in. HUM

The latest content of the header will be automatically saved for the next usage.

If you want to have more than one type of header, you will have to save the content into a file. In this
way, you can customize as many header types as you want to.

Next time, you can restore the contents of the header from the saved file.

Pressing Picture from the toolbar, you can include a picture into your header (e.g. company logo).
The Header Edit window shows the header to 1:1 scale, depending on your printer settings.

In a very similar manner you can customize the body. Press Body .

File Edit Insert Format

FE SL o> sBR BOW

Airial - 10 - B I U BEEE IS

Fortex SA Bucuresti A
Diate: & januarie 2010
Tirme: 11:13:17

MAINTENANCE REPORT [MMNan] - Machine name

for [DEias] [MPic] - Machine pickure
n [MDes] - Machine description

Departament: [MPar] [MPar] - Machine plant
Machine: [MNam] - [MDes] .
[MPic] -S [Mate] - Moke conkent

[MDat] - Motepad date
Meas. date: [NDat]

[DBas] - Database name

Motes:
[Mote]

Paper size : Letter, 812 x 11 in. HUM
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In the pop-up menu (activated with a right-click on the mouse) you have some reserved words, all
included in square brackets. These reserved words will be replaced into the final report, according to
the actual content of the database. In the Job Report Body you can add the following items:

[MPic] — Machine picture, defined in the Database Edit
[Note] — Contents of the last Notepad contents

[MPar] — Department name

[MNam] — Machine name

[MDes] — Machine short description

[Ndat] - Last Notepad entry date

[DBASs] — Active Database name

Before printing, you can edit the content of the notes. Use Notepad button, but first select the desired
machine from the Selected machine list.

Finally press Print button and the Report Preview window will be activated.

See Report Preview for more details.

8.2. Machine History Report

The Machine History Reports contain all the notes for a selected machine.

[~] Machine Notes - Report design

HDED ; . Machine #1
= epartment . L .
"i Machine 1 t achine description Dietailz
ﬂ:i Machine #2 |Dri~.fe belt far & rmatar
B4 Machine #3
Buy Machine #4 & 4l history
ﬂh Department §2 ~ Last j records
ﬂh Department §3 T
thy Department #4 £ Last —— | manths
BOOY ] Iﬁ
Header Body Fresig Cancel

First select the desired machine and decide if you want a report with the whole history or a partial
report.

Now, if you use the software for the first time, you must customize the header and the body of this
report.

To edit the header, press Header button. A specific window will appear.
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Print preview

% |
File Edit Insert Faormak

FEH &L o iR Bo

Aial - B -|B I U BEEE| =
Type here your Enn.'uggnyTr:uan'_ne .|'IEI'&
company name ate:[Date] Time:[Time] (2 [Date] - Date
I . [Time] - Time
, MPic
:gﬁqeehere report's . [ ] [MMam] - Machine name
H IS'I'O I'y R e DO I"l' [MPic] - Machine picture
for Machine:[MNam] from [MPar] | ) [Des] - Machine description
[MPar] - Machine plank
hlachine details: [MDes]
This item will be replaced with the
actual machine name [DEas] - Database name
4 4 30121899 Paper size : Letter, 8 12 x 11 in.

Paper size, depending on the
printer setup

In the pop-up menu (activated with a right click on the mouse) you have some reserved words, all
included in square brackets. These words will be replaced in the final report, according to the actual
content of the database.

You can preview a sample of the header pressing the Preview button from the toolbar.
The latest content of the header will be automatically saved for the next time.

If you want to have more than one type of header, you will have to save the content into a file. In this
way you can customize how many header types you want.

Next time, you can restore from the saved file the content of the header.

Pressing Picture button from the Toolbar you can include a picture in your header (e.g. company
logo).

The Header Edit window shows the header to 1:1 scale, depending on your printer settings.
In a very similar manner you can customize the body. Press Body .
Finally press Print button and the Report Preview window will be activated.

See Report Preview more detalils.
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Design Body
File Edit Insert Format

FEH S o> BB Bod

Arial = 10

B 7 U 82

Date: [MDat
[Mote]

{1 [Moke] - Moke content
[MDat] - Mokepad date

pl Paper size : Letter, 12 x 11 in.

8.3.  Machine Description

The Machine Description report contains in the body the description of the selected machine.

First select the desired machine.

[~| Machine Description Report de... E|

xDermno
ﬂh Departrnent #1

ﬂh Departrment #2
ﬂh Departrnent #23
ﬂh Departrnent #4

..............

Now, if you use the software for the first time, you must
customize the header of this report.

To edit the header press the Header button. A specific
window will appear. In the pop-up menu (activated with
a right click on the mouse) you have some reserved
words, all included in square brackets. These words will
be replaced in the final report, according to the actual
content of the database.

You can preview a sample of the header, just pressing
the Print button from the Toolbar .

The last content of the header will be automatically
saved for the next time.

If you want to have more than one type of header, you
will have to save the content into a file. In this way, you
can customize how many header types you want.

Next time, you can restore from the saved file the content of the header.

Pressing Picture button from the Toolbar you can include a picture in your header (e.g. company

logo).

The Header Edit window shows the header to 1:1 scale, depending on your printer settings.

Finally press Print button and the Report Preview window will be activated.
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8.4. Transfer Report

Transfer report can show any route that was

& transferred into the X-Trend database.

& Transfer report

Date Time | From the list, select the transfer date.
~_421 decembriz 2009 13:47

Select the option box and press Print button The
Transfer report can contain all measurements or
just a selection, depending on the alarm conditions
(Above Warning or Above Danger ). The alarm
limits are collected from the route settings.

When a set of measurements or a route is
transferred from X-Viber into the machine
database, a Transfer report will be automatically

" all measurements & """ created. If the option Automatic Alarm Report s
" Above Warning activated (_juring the tra_nsfer, at th(_a end, thi§ repo_rt
i Print Cancel can be printed or preview immediately. Using this

" Above Danger

command you can print or preview last 30
Transfer Reports .

8.5. Unmeasured Machine Report

This report can be useful to find the unmeasured machines from a specific date. Select the date first
and press Search button. The report will be displayed in the print preview window.

Seatch Fram 1. Select de date
1 august 2009 | 01.08.2009 ] to search
Mos | Depattments |Machines |Latest reasuUrement -
3|Department #1 Machine #4 23-iun-
4| Department #2 Machine #1 23-iun- -
5 Machine #2 23-iun- J august 2009
[ Machine #3 23-iun-
7 Machine #4 23-iun-
& |Department #3 Machine #1 23-iun- 1
3 Machine #2 23iun] 2 130 141 152 153 1?4 185
10 Machine #3 23-iun- 16 17 18 19 20 21 27
11 UL SO o5 54 35 26 27 28 29
12 (Department #4 Machine #1 23-iun- 30 31
13 Machine #2 23-iun- T Today: 08.01.2010
14 Machine #3 23-iun-
15 Machine #4 23-iun-04
Search 15 machime(a) found Prink Cancel

2. Press Search button E3 Press Print button

Using the information provided by this report, you can create a route with the unmeasured machines
and you can load this route into the Instrument for data collection.
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8.6. Printer setup

This command is used to configure the printer. This is the way to select a proper printer for your
reports.

& print

General l
Select Printer

Add Prinker Microsaft POFCreatar
Office Do, ..

Location:
Comment: Find Printer...

s
s
Statuz: Offline [ Printtofile  Preferences

Page Range

| MNumber of copies: |1 El:

" Selection
LG

~
Print | Cancel |
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9. Settings
9.1 Set filter

To activate a filter in the active database, you have two choices:
- To execute Set filter command in the Settings menu
- Simply push Filter button in the X-Trend status bar.

x]

I'® Choose Filter from list

Filter name | Twpe
w Mo Filker
TT3sample raute Route
Change
F 5 ik,

In both cases, the Filter Setting window will appear:
As default, the whole machine database is selected. Now you can put a filter onto the database,
selecting any previously defined route.

The filter will be now active for all X-Trend commands, excepting the Database Edit command and, of
course, for the Edit route command.

The machines not included in the selected route won't be visible any more.
To remove an existing filter, execute again the Filter Setting command and select the first item (whole
database).

9.2Template

When you copy a complete edited machine from the template database, you will want to change its
name and maybe description.

This command allows you to make changes and to remove from the template database some
machines. All the templates are located in the TEMPLATE.TPL file, placed in application directory.

You can copy this
database and distribute
it for other users.

Template machines

Template name | Dezcription
Hewbd achinef] Dirive belt fan & motor

You can also import
machines from other
“Template” file or to
export machines to an

Remove
external “Template”
Rename .
file.
Drescription
Export During export, you can
create as much as
Irpart - S
Template” files you

need. All “Template”
£ > Ok files will have the

extension “,tp2.
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9.3. Optional settings

With this function you can customize your X-Trend software. In the Optional Settings windows you
can select three different submenus, as follows:

Optional Settings

Set this box to enable

| T’E”dl HEF":"tI X-Trend software to
check the alarm status
—Unit———————— ~Frequency — Alarm status in databss periodically
& Metic & Hz v Enable
" Imperial " RPM Refrezh interval
I'I _:I ikt e ] .
Adjust the time between
two consecutive alarm
status checking
—Help File
IE:"uF'rl:ngram Fileghe:T rends<T rend. chm Browse... | ’

Ok | Cancel

NOTE: The alarms are not automatically updated, but onl  y the database is checked for new

measurements!

If new measurements exist in the database, the Manual Update Alarm button will be changed as
follows:

21-dec-09
13:48:04

In update of the alarm status is required

11-ian-10
14:14:13

There are nio changes in the alarm skakus

If the mouse cursor is moved in the button area, the tool tip text will indicate, if the alarm update is
required or not.

If an alarm update is required, a manual update is necessary. Just press the button and the update
procedure will begin.

NOTE: For medium and large size machine databases, a co mplete updating procedure can

take minutes. During the alarm update, the software is locked for the user. That's why a full
automatic procedure can’t be implemented.

a) In General window you can select:

- Measuring units: imperial or metric units.

- Frequency unit: Hz or CPM

- X-Trend help file. In the installation kit a help file named X-Trend.chm is provided.
If you install the application with the default settings, help file’s path is:
C:\Program files\X-TREND.CHM

48



X-Trend Manual

If you install the application into other directory, you have to change the path.

NOTE. Your Installation kit may also contain the Help file in other languages. All of them are named
X-TRENDxxx.CHM, where xxx is the language (Ex. swe for Swedish language). You can rename the
favorite help file with X-TREND.CHM, and delete all the other help files, to save the disk space.

If you select Imperial units for X-Trend, all the m easurements will be automatically

presented in Imperial units.

b) In the Trend window you can select:

- Maximum number of measurements in trend plots (default value: last 24 measurements plus
the base line).

- Trend Overall Line width

- Trend BC Line width

Optional Settings E

dl Report ]

Trend overall line width |2 j‘ pixels
BC and Envelope line width |2 j pixels

b ax. number of measurements in trends

=

]S Cancel

¢) In the Report window:
Headers and Bodies of the reports can be customizing by the user.

x]

Optional Settings

General] Trend HRepart l

kachine descrption
Transfer repark

Trend repart
IIn-meazured machines

ar

Header Body

Ok Cancel
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10. Help

10.1. Tip of the day

This command is used to find details regarding news in X-Trend software. The “tips” are updated each
time when you activate the Check for updates now command. Each time when the X-Trend software
starts the “Tips” window will appear. If you don’t want this, just deselect the option Show tips on
startup .

4 Tip of the day

@ Did wou know,

Wou can move a whale machine definition
{optionally inchaded all existing
measurements) from one database to
another using the 'Machine exchange’
command from 'Database’ menu,

Mexk Lip

[w Show Tips ak Skarkup

10.2. Check for updates now

This command is used when the user intend to update or upgrade the X-Trend or/and X-Viber
software.

Your computer must be connected to Internet (a fast communication speed is recommended).

The latest available version of the software will be downloaded. The download procedure can take a
long time, depending on the internet communication speed.

%4 X-Trend software upgrade

e_. Checking for latest file, .

=)

- Downloading the update File LastYersion. txt From WML AB server

Cancel |
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10.3. Activation code list

Using this command the user can add, in a list, a new activation code.

The purpose of the code is to activate some optionally functions in this software or in X-Viber
instrument.

The producer (VMI AB SWEDEN) provides on requests the activation code. For a complete list of
available functions, please contact VMI AB or visit their web site http://www.vmiab.com/.

Activation instructions:

» Add the received code(s) in the list one by one, using Add button.

» Close the Activation code list window when finish.

* Attach the X-Viber instrument to the PC using USB cable, start the instrument and select
Communication menu from the Main menu.

* Inthe X-Trend software select Transfer > X-Viber command, as usual.

» If the connection was properly established, the upgrading will be automatically done. An
information message will show that the X-Viber upgrade facility was successfully done.

» Disconnect the X-Viber instrument and check if the new functions can be used on it!

‘__lctivatinn code list

Available activation codes:

Activation code Function Add

== X _Trend

Edit activation code
|| Exit

Cancel ‘
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11. X-Trend translation

X-Trend is multilingual software. The entire program message is stored in Message.mdb file, a
Microsoft Access database.

In order to have an X-Trend version in a specific language, the entire database must be translated.

When you install the X-Trend, some additional executable files are automatically installed. To
translate the software, just run Start > Programs > X-Trend > Translate message .

m. Type your language im
W any empty text box A=
/k

= 1 [Engligh R 1. Check your language to translate from English.
& 2 |Swvenska 5 | 2. Fill all empty rows below with your own translation.
3 |Deutsch ¢ & |Romans 3. All changes will be automatically saved!
Ho. English Svenska Window description =]
b |1 English Svenska * e
2 Reading database settings Laser databasinstaliningar =
3 Reading printer settings Laser skrivar installningar 2. Type the language
1 e e =_hame here
] RPM RPM *
B Initializing prograrm variables Startar upp prograrn variabler *
7 Creating database settings Skapar installningar far databaser *
g Registering databases Reqistrerar databaser *
9 Open server connection Oppna *
10 Starting the program Startar programmet *
11 Read only Skrivskyddad ~—_ *
12 Filter Filter i
13 Mo Filter Inget filter —
14 Database edit Redigera databasen 3 Translate all messages ]
15 Help Hjalp in vour local lanquage
16 Exit Avsluta *
17 Motepad editor Redigera anteckningar *
18 Last Alarm status update Senaste larm uppdateringen * -
| I o[ ]
Search in English -
|

First select any empty text box and fill it with your language. In the table nearby complete the item 1
with your language (can be typed in your local language). Now begins the translation. Be careful, in
English all the messages are shorter than in the majority of all the other languages!

If you don't fully understand how to translate some sentences, just skip the rows. You may do this
later. When you finish, close the translation window. Your work will be saved in the MessagePro.mdb
file.

If you update the X-Trend with a new Service Pack , don’'t worry. The Service Pack will not delete

your translation file, but it will add the newest words or sentences (in English). Just run again the
Translation software and translate the latest messages.
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@ Set your, X-Trend default language

Set your XTrend default language

1|

2|

3|

4|

|

b |

Thiz setting will be saved in File:
:4Program Files'sTrend'<Trend.ini

[Gemneral]
Language=1

When you close the Translation software the window above will appear:

Your language will appear in the translation list. Just select your language in the list and next time,
when you will start the X-Trend, all the message will appear in your language.

The last language is saved in the X-TREND.ini file, as shown above.
If some messages are not translated, you have the possibility to do this when the X-Trend software is
running.

The X-TREND.INI configuration file is created at once after installation, when first running the
program. It contains a series of general constants of the program, which can be cautiously modified by
the user.

Legend

[General]

Language=1 1=English, etc..

MessagePro=E:\X-TREND\MessageXT.mdb

TranslateMode=0

; TranslateMode=0 Untranslated message will be shown in English

; TranslateMode=1 Untranslated message will be shown like #NoMessage = Message in English

; TranslateMode=2 Untranslated message can be edited on fly

HelpFile=E:\X-TREND\X-Trend.chm

[Trends]

Buffer=24

OverallLineWidth=2

BCLineWidth=2
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You can edit X-TREND.INI temporary file to change the manner of doing translation:

- If you set Translate Mode=1, untranslated messages will be shown as:
#NoMessage = Message in English

- If you set Translate Mode=2, you have the possibility to translate messages "on fly”. Untranslated

messages will appear in a window. If there are too many untranslated messages, don't use this mode,
because it will keep you busy too long.
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